
Why SELETRON?
SELETRON•	  allows you to divide the boom in as many sections as the number of 

nozzles thereby minimizing any overlap and reducing running costs and impact on 
the environment (Buffer Zone).
SELETRON•	  multiple nozzle holders (twin and fourfold ones) allow you to 

automatically select the nozzle (or the nozzle set) according to the speed and 
required instant spray rate (Variable Application). 

Reduced current absorption limited to the time the electronic valve is activated.•	
One single cable for power and command transmission to up to 96 actuators.•	
Easy to install, compact size and weight allow retrofitting to upgrade existing machines.•	
Installing the valve next to the nozzle ensures the continuous fluid flow inside the boom, with •	

the following advantages:
lower dead volume (non dilutable residual).»»
lower external contamination during boom flushing.»»
uniform concentration of chemical along the boom, at the beginning of every new spraying job. »»

SELETRON allows to actually realise a sustainable sprayer that can control every single nozzle, and this leads 
the way to new development of this type of machines. 
SELETRON goes beyond the limits imposed on system design by current components, thereby increasing 
application accuracy and environment friendliness.

*: Only 2 of the 4 nozzles 
installed on fourfold 
SELETRON can be 
activated at the same 
time. The nozzles can 
be selected from the 
BRAVO400S computer.
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Cables of different length available on request:
contact our sales offices.

TRAILED SELF-PROPELLED

CODE

467 49000.150

Connection cable
MONITOR - REMOTE CONTROL UNIT - BATTERY

for TRAILED machine

CODE

467 49000.100

Connection cable
MONITOR - REMOTE CONTROL UNIT - BATTERY

for SELF-PROPELLED machine
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What is SELETRON?
SELETRON is a cutting-edge electronic shut-off nozzle valve that, applied to 
ARAG nozzle holders, allows the separated control of every single nozzle.
The electronic parts embedded in the electronic valve control the actuator and 
the communication with the computer* via Can-Bus, receiving the opening/
closing commands and outputting the information about valve status.

When speed changes, the SELETRON system automatically selects the nozzles or nozzle set suitable to obtain the required spray rate, yet keeping the pressure 
within the ideal range in order to limit any drift.

* SELETRON must be connected to BRAVO400S computer since it allows the complete 
control of all boom and spraying functions. Thanks to the integrated GPS navigator, 
BRAVO 400S, through SELETRON, can control each and every stage of the spraying job 
individually: the only task the operator is left is to drive.

Connection and positioning of SELETRON 
single and twin nozzle holders on the boom.
The cables for single and twin SELETRON 
feature 2 outputs per joint.

Connection and positioning of SELETRON fourfold nozzle holders on the boom.
The cables for fourfold SELETRON feature 4 outputs per joint.

SELETRON connection cables are made from anti-UV and highly 
flexible material, specific for dynamic laying applications.

CODE

467 49000.260

CODE

467 49000.110

STANDARD cables for SELETRON - SINGLE
50 cm spacing

Max. boom width 48 metres

A - STANDARD CENTRAL CABLES

Code no. of SELETRON 
nozzle holders

Cable
length (m)

467 491 A020.100 2 9,5

467 491 A031.100 3 10,5

B - STANDARD INTERMEDIATE CABLES

Code no. of SELETRON 
nozzle holders

Cable
length (m)

467 492 A031.100 3 3,5

467 492 A041.100 4 3,5

467 492 A051.100 5 4,5

467 492 A061.100 6 4,5

467 492 A071.100 7 5,5

467 492 A081.100 8 5,5

467 492 A091.100 9 6,5

467 492 A101.100 10 6,5

467 492 A111.100 11 7,5

467 492 A121.100 12 7,5

467 492 A131.100 13 8,5

467 492 A141.100 14 8,5

467 492 A151.100 15 9,5

467 492 A161.100 16 9,5

467 492 A171.100 17 10,5

467 492 A181.100 18 10,5

467 492 A191.100 19 11,5

467 492 A201.100 20 11,5

C - STANDARD END CABLES

Code no. of SELETRON 
nozzle holders

Cable
length (m)

467 493 A031.100 3 2,5

467 493 A041.100 4 2,5

467 493 A051.100 5 3,5

467 493 A061.100 6 3,5

467 493 A071.100 7 4,5

467 493 A081.100 8 4,5

PLUS cables for SELETRON - TWIN
50 cm spacing

Max. boom width 36 metres

A - PLUS CENTRAL CABLES

Code no. of SELETRON 
nozzle holders

Cable
length (m)

467 491 C020.100 2 9,5

467 491 C031.100 3 10,5

B - PLUS INTERMEDIATE CABLES

Code no. of SELETRON 
nozzle holders

Cable
length (m)

467 492 C031.100 3 3,5

467 492 C041.100 4 3,5

467 492 C051.100 5 4,5

467 492 C061.100 6 4,5

467 492 C071.100 7 5,5

467 492 C081.100 8 5,5

467 492 C091.100 9 6,5

467 492 C101.100 10 6,5

467 492 C111.100 11 7,5

467 492 C121.100 12 7,5

467 492 C131.100 13 8,5

467 492 C141.100 14 8,5

467 492 C151.100 15 9,5

467 492 C161.100 16 9,5

467 492 C171.100 17 10,5

467 492 C181.100 18 10,5

467 492 C191.100 19 11,5

467 492 C201.100 20 11,5

C - PLUS END CABLES

Code no. of SELETRON 
nozzle holders

Cable
length (m)

467 493 C031.100 3 2,5

467 493 C041.100 4 2,5

467 493 C051.100 5 3,5

467 493 C061.100 6 3,5

467 493 C071.100 7 4,5

467 493 C081.100 8 4,5

PLUS cables for SELETRON - FOURFOLD*
50 cm spacing

Max. boom width 36 metres

A - PLUS CENTRAL CABLES

Code no. of SELETRON 
nozzle holders

Cable
length (m)

467 491 D020.100 2 9,5

467 491 D031.100 3 10,5

B - PLUS INTERMEDIATE CABLES

Code no. of SELETRON 
nozzle holders

Cable
length (m)

467 492 D031.100 3 3,5

467 492 D041.100 4 3,5

467 492 D051.100 5 4,5

467 492 D061.100 6 4,5

467 492 D071.100 7 5,5

467 492 D081.100 8 5,5

467 492 D091.100 9 6,5

467 492 D101.100 10 6,5

467 492 D111.100 11 7,5

467 492 D121.100 12 7,5

467 492 D131.100 13 8,5

467 492 D141.100 14 8,5

467 492 D151.100 15 9,5

467 492 D161.100 16 9,5

467 492 D171.100 17 10,5

467 492 D181.100 18 10,5

467 492 D191.100 19 11,5

467 492 D201.100 20 11,5

C - PLUS END CABLES

Code no. of SELETRON 
nozzle holders

Cable
length (m)

467 493 D031.100 3 2,5

467 493 D041.100 4 2,5

467 493 D051.100 5 3,5

467 493 D061.100 6 3,5

467 493 D071.100 7 4,5

467 493 D081.100 8 4,5

STANDARD cables for SELETRON - TWIN
50 cm spacing

Max. boom width 24 metres

A - STANDARD CENTRAL CABLES

Code no. of SELETRON 
nozzle holders

Cable
length (m)

467 491 A020.100 2 9,5

467 491 A031.100 3 10,5

B - STANDARD INTERMEDIATE CABLES

Code no. of SELETRON 
nozzle holders

Cable
length (m)

467 492 A031.100 3 3,5

467 492 A041.100 4 3,5

467 492 A051.100 5 4,5

467 492 A061.100 6 4,5

467 492 A071.100 7 5,5

467 492 A081.100 8 5,5

467 492 A091.100 9 6,5

467 492 A101.100 10 6,5

467 492 A111.100 11 7,5

467 492 A121.100 12 7,5

C - STANDARD END CABLES

Code no. of SELETRON 
nozzle holders

Cable
length (m)

467 493 A031.100 3 2,5

467 493 A041.100 4 2,5

467 493 A051.100 5 3,5

467 493 A061.100 6 3,5

CODE

520 100.693
CODE

467 4A9D00.950



CODE
D

F
(mm)

A
(mm)

B
(mm)Viton®

4012 T740 1/2” 10 93 111

8 bar
115 PSI

12 Vdc
0,32 A*

4012 T75A0 25 mm 10 96 118

4012 T750 3/4” 10 95 117

4012 T760 1” 10 100 126

CODE
D

F
(mm)

A
(mm)

B
(mm)

C
(mm)Viton®

4064 T940 1/2” 10 35 89 54

8 bar
115 PSI

12 Vdc
0,32 A*

4064 T95A0 25 mm 10 40 92 62

4064 T950 3/4” 10 40 92 62

4064 T960 1” 10 45 96 71

CODE
D

F
(mm)

A
(mm)

C
(mm)

E
(mm)Viton®

4063 T440 1/2” 10 39 80 98

8 bar
115 PSI

12 Vdc
0,32 A*

4063 T45A0 25 mm 10 42 83 105

4063 T450 3/4” 10 42 83 105

4063 T460 1” 10 46 87 113

TECHNICAL FEATURES

Single TRI-GET nozzle holder with SELETRON valve

Single fivefold COMPACT JET nozzle holder with SELETRON valve

175
gr

210
gr

Twin SELETRON nozzle holder Fourfold SELETRON nozzle holder

280
gr 465

gr

CODE
D

F
(mm)

A
(mm)

C
(mm)

E
(mm)Viton®

4063 T940 1/2” 10 39 80 98

8 bar
115 PSI

12 Vdc
0,32 A*

4063 T95A0 25 mm 10 42 83 105

4063 T950 3/4” 10 42 83 105

4063 T960 1” 10 46 87 113

ARAG ARGENTINA S.A.
AV. PELLEGRINI 6530
2000 ROSARIO - SANTA FE
Tel. +54 341 458-3838
email: info@aragnet.com.ar

ARAG DO BRASIL S.A.
Rua Umuarama, 103/149
Pinhais - Paranà - Cep 83.325-000
Tel. +55 41 3668-7020
email: info@aragnet.com.br

ASJ srl
via Busca, 101
12044 Centallo (CN) - Italy
Tel. +39 0171 214885
email: export@asjnozzle.it

ARAG URUGUAY S.A.
Taruselli 1154 Y Ruta 2
75000 Mercedes
Tel. +598 532-1300
email: info@aragnet.com.uy

ARAG BOLIVIA S.R.L.
Av. Bush 1052
Santa Cruz de la Sierra
Tel. +591 334-45540
email: ventas@aragnet.com.bo

ARAG srl - 42048 RUBIERA (RE) Italy
via Palladio, 5/A
Tel. +39 0522 622011
Fax +39 0522 628944
www.aragnet.com

Italian Sales Dept.:
Tel. 0522 622036
Fax 0522 628840
vendite@aragnet.com

Export:
Tel. +39 0522 622010
Fax +39 0522 628944
export@aragnet.com

Authorised distributor:
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*: current input refers to a condition where 1 actuator only is activated

ARAG headquarters - Rubiera (RE) - Italy


